
                                           

 

  

 

 

 

 

 

 

 

 

                        

 

 

 

 

 

 

IR Outdoor 2MP Varifocal Camera  

Model Number: XN-9228 IPOD 

OSD 
White Balance 
Day & Night 
3D-DNR 
Mirror/Flip 
Privacy Masking 
Video Codec 

XN-9228IPOD 

ARM9 RTOS HI3516C 
1/2.8” Progressive Scan Sensor (3516C+OV2710) 
> 39.1 dB 
2.0 Mega Pixel (1920 x 1080 16 : 9 High Definition) 
36 IR LED 
2.8 - 12 mm 
Color: 0.1 Lux 
B/W: 0.01 Lux 
Date Time & Title 
Auto 
Auto / Color / BW 
Auto 
On / Off 
4 Zone Selectable 
Three Streaming at the Same Time: 
H.264 1920x1080@30fps or below @128~8000bps 
H.264 640x480@30fps or below @128~1500bps 
H.264 320x240@30fps or below @32~512bps 

G.711 A-Law @ 16bits 8kbps 
G.711 u-Law @ 16bits 8kbps 
Standard IEC61000-4-5 
DC12V – 2A 
5 watt max 
-10℃ to +50℃ / 30% to 80% RH 

Audio Codec(Optional) 

Thunder Prevention 
Power Input 
Power Consumption 
Storage Temp/Humidity 

2 MEGAPIXEL IP OUTDOOR VARIFOCAL BULLET CAMERA 
 

 
 

Model 
System Architecture 
Image Sensor 
S/N Ratio 
Resolution 
IR LED 
Lens 
Minimum Illumination 
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