
 

Key Features 

 
 
 
 

Day and Night(IR-CUT) 
H.264 Video compression 
Support ONVIF 
Support audio 

Weather Proof IP Outdoor Camera 
Model XN-9103IPOD XN-9133IPOD XN-9203IPOD 
Mega Pixel 1.0MP 720P 1.3MP 960P 2.0MP 1080P 
Sensor 1/4"CMOS 1/3"CMOS 1/2.8"CMOS 
Lens Fix lens:3.6mm (4mm,6mm,8mm,12mm optional) (With IR-CUT Built-in) 
Video Stream Main Stream : 1280 X 720 Main Stream :1280X960 Main Stream:1920X1080 

Sub Stream :640 X 360 Sub Stream :720X576(640X360) Sub Stream :720X576 
Video Bite Rate 64Kbps-5096Kbps Continuously-Adjustable 
Frame Rates 25fps 

Audio(Optional G.711A-Law @ 16bits 8kbps 
Min. Illumination Color:0.5Lux & B/W:0.01Lux 
Privacy Masking 
Network Interface 
Users 
Onvif 
IRLED 
IR LED Distance 
Power supply 
Power consumption 

4 Zone Selectable 
RJ45 10M/100M adaptive Ethernet Interface 
3 4 
Support Onvif 2.3 
￠5X36pcs;IR CUT filter with auto switch 
20-30 meters 
DC12V 1A 
≤ 6W 
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