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Camera 

Model XN-9236ISD 

Image Sensor 1/2.9”2.43Mega Pixel  CMOS Sensor 

Pixels 2.0MP  

Horizontal Resolution 1080P 

Video Standard 1920*1080/25/30;1280*720/25/30 

Min. Illumination 0.3LUX@F1.6 IR off,0LUX@IR on.  

Gain Control 0～255 adjustable step4 

S/N Ratio  >50dB 

White Balance auto/ indoor/outdoor/ manual/ ATW 

WR WDR 

DNR 2D off & low/middle/ high optional 

Shutter Time 1/12.5～1/10000 S 

Lens 

Focal Length 4.7mm～94mm 

Optical Zooming  20X 

Lens F3.5～F1.6 

Visual Angle horizontal: 54.8°～3.4 

Network 

Video Compression Standard H.264 

Audio Compression Standard AMR,G.711 

Max. Frame Rate 720P 25 frames /s    1080P 25 frames /s 

Video Resolution 
1280*720(720P),720*576(D1),352*288 
(CIF) ,176*144(QCIF) 

Key Features  

 Self- developed of HD integrated zooming lens camera module, 1/3″CMOS. 

 DSP & sophisticated step motor lead to accurate focusing and HD imagery. 

 Delicate and compact structure facilitates easy installation & cabling. 

 Entire aluminum alloy sealed structure, with excellent heat dispersion &IP66. 

 IR-II design support high grade luminescence efficiency, long illuminate distances,  

 Evenly distribution of optical field, long life-span. 

 Built-in defogger ensures clear picture capture with no frog internally.  

 PTZ can flip automatically and accommodate to the control of focal length. 

 Preset positionAuto Pan, patrol, pattern can be set. 

 PTZ operating states can be cheek through long-distance. 

 Guard function: can be linked to preset position, patrol, Auto Pan, pattern, etc. 

 Support 3D smart positioning, click-

tracing and amplification can be achieved through IE browser. 

 EEPROM data storage method, storage data will not be lose when the electricity is 

off, PTZ can return k to the position after electricity on. 

 Remote updating function: SCM update, auto system update, camera update.  

 



1920*1080（1080P)，720*576（D1,352*288(CIF),176*144(QCIF) 

Code Stream Type 720P/D1/CIF/QCIF       1080P/D1/CIF/QCIF 

Audio Compression Code Rate 16Kbps～8Mbps 

Image Delay <200 millisecond(LAN) 

Internet Interface RJ-45 10/100M network self-adjustable 

Internet Protocol 
RTSP/RTP/RTCP/HTTP/HTTPS//FTP/DHCP/MUDP/SMT 
P/CIFS/UPNP/PPPOE/NTP/DDNS 

Device End Storage TF card maximum support 32G（optical） 

Trigger Condition move detection/ video loss 

Move Detection Sensitivity:1~100 adjustable, linkage alarm can be set 

Video Loss Sensitivity:1~100 adjustable, linkage alarm can be set 

PTZ 

Manual Control of Pan 0.1º～140º/S;Max: 115 º～160º/S adjustable，Max. Preset 
speed:350º/S. 

Manual Control of Tilt 0.1º～120º/S;Max. preset speed:300º/S. 

Rotating Range 360°Unlimited; Tilt:0 º ～90º ; Max. Angle: 85 º～93 º Adjustable 

Auto Flip Function 180° when vertical 

PTZ control PTZ Speed Auto-Adjusting Per Focal Length 

Left &Right Scan 4 Groups 

Speed of Left& Right Scan Level 1～256 Adjustable 

Pattern 4 Groups 

Preset Position 210 

patrol 4 Groups 

Point of each patrol 1-24 Presets Of Each 

3D Position Support 

Defrog Function Built-In Defogger 

Remote Updating Support Remote SCM Update, Auto System Update, Camera Update 

IR Performance 
IR Performance 6 High-Power IR Lamps,2 Micro Laser Lamps,IR Distance :150M. 

Max. Consumption  10w 

Outside Interface 
RJ45 Ethernet 10/ 100 M Self-Adjustable 

DC Power Supply Interface Dc12v/3a 

Generic Specification 

Power Supply Dc12v±10％（3a） 

Max. Consumption  18w 

Working Condition Temperature:-30℃～60℃;humidity:≤95% without condensation 

Protection Level IP66 

Weight 4.7Kg 
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